
faustlight 60/100 spot canopy  
 
 
Available finishes:  Ordercode canopy  
 
Blackened Brass  60/100SSTCABL 
Burnished Brass  60/100SSTCABB 
Raw Brass   60/100SSTCABR 
Polished Brass  60/100SSTCAPB 
Matt Nickel   60/100SSTCAMN 
Polished Nickel  60/100SSTCAPN 
Matt Black   60/100SSTCABA 
Matt White   60/100SSTCAMW 
 
  Ordercode canopy loop  
 
Blackened Brass  60/100SSTCALBL 
Burnished Brass  60/100SSTCALBB 
Raw Brass   60/100SSTCALBR 
Polished Brass  60/100SSTCALPB 
Matt Nickel   60/100SSTCALMN 
Polished Nickel  60/100SSTCALPN 
Matt Black   60/100SSTCALBA 
Matt White   60/100SSTCALMW 
 
 
 
 

MAX 10W GU10 230V  
 
 
 
 
 
ATTENTION: 
 
 
Delicate surface don’t touch visible parts without using gloves, surface will be damaged. 
 
All installation must be done to specific local rules and regulations. 
 
 
Attach inside ring Ø 56 mm. to ceiling and connect installation cables with wires in lamp using connectors, then attach the 
lamp to the inside ring and tighten the 2 set screws. 
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