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Kap @ 50 Adjustable Optic Medium
Designed by FLOS Architectural, 2019

Recessed luminaire with LED light source. Power supply not included. Remote
power supply to be installed in an accessible place.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Beam Angle:  24°
h(m)  E(lx) D(m)
12191 043
2 548 086
3 243 129
4 137 172
5 88 2.15
Luminous flux luminaire
485Im
Photometric Electrical
Lighting type Direct nsulation class 11
Light distribution Symmetric requency (Hz) 0
CCT (K) 2700 359
CR 90 200
McAdam steps 3 Driver Remote excluded
(SDCM)
Dimmable Yes
LED Life / Failure Ratio L80B50 >50.000h
(Tc=85°Q) Dimming type Non Dimmable,
Dimmable DALI 2,
Beam angle C0-180 (°) 22 Dimmable 0-10V,
Dimmable Casambi,
Beam angle C90-270 22 Dimmable 1-10V,
©) Dimmable DALI 1,
Mains Cut Dimming
UGR 8
Notes

Pre-installation frame. To be ordered separately.
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Accessories & Power Supply

REQUIRED
Frame

Installation

Installation frame No Trim

REQUIRED
Control interface

Electrical

Casambi controller. Requires 1-
10V or Dali driver. It must be
ordered separately

REQUIRED
Power supply

Electrical

Non dimmable continuous
current power supply of
220/240V - 50/60Hz with power

REQUIRED
Power supply

Electrical

Continuous current power
supply, 0-10V dimmable,
220/240V - 50/60Hz, 200mA -

current selected through 20w
adjustable with switch 200 mA -

8,5W /250mA - 11W /300 mA -

13W /350 mA - 15W /400 mA -

17,5W /7450 mA - 19,5W /500

mA - 22W

REQUIRED
Power supply

Electrical

REQUIRED
Power supply

Electrical

Continuous current power
supply, dimmable DALI 2,
220/240V - 50/60Hz, 200mA -
20w
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Continuous current power supply
of 7,2-24W, 220/240V - 50/60Hz
with power current selected
through adjustable 150 mA -
7,2W /200 mA - 9,5W /250 mA -
12W /300 mA -14,5W /350 mA
-17W/400 mA - 19,5W /450 mA
-21,5W /500 mA - 24W switch.
Mains or push dimm...
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